
AR42.10-P-0010-01A Actuation of brake master cylinder switchover 
valve

y Wiring harness for actuation of switchover valve Model 129.067 with ESP, models 
129.076, 140.04/05/06/07

WF58.50-P-4210-01A

201 589 00 99 00

Electrical connecting set

P42.10-0260-01

1 Disconnect coupling (d) at brake master cylinder switchover valve (Y61).

2 Actuate brake master cylinder switchover valve (Y61):
Model 129.067 with ESP, 129.076 flat plug to fuse C in fuse and relay box F1 and round plug 
to ground, ABS hydraulic unit bracket W14. Connect the 2-pin coupling to the brake master 
cylinder switchover valve (Y61). 

On models 140.04/05/06/07, connect the flat plug to the input of fuse 28 in the fuse and relay 
box F1 (Fuse 28 removed) and the round plug to ground, hydraulic unit bracket W14.
Connect the 2-pin coupling to the brake master cylinder switchover valve (Y61).

i The switchover valve (Y61) must be open so that the annular duct in the brake master cylinder 
is bled.
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WF58.50-P-4210-01A Wiring harness for actuation of switchover valve Model 129.076, 140.04/05/06/07 y 

Notes on ordering parts

Part no. Designation Number
001 545 86 28 Flat connector 1

011 545 10 28 1-pin plug housing 1

009 545 14 28 Cover 1

011 545 12 28 Plug pin, 4 mm dia. 1

012 545 04 28 2-pin coupling 1

001 545 44 26 Socket, 4 mm dia. 2

P58.50-0201-04

i 
Cut off locking device on coupling (Y61).
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