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333 - wooden box for chassis (from 01.01.1963 up to 30.06.1963)

333 - special instrument panel for installation of radio set (from 01.01.1977 up to 31.08.1985)
333 - special instrument panel for taxi (incl. retrofit cover) (from 01.09.1985)

333 - special instrument panel for W/S 124 taxi (including retrofit cover)

333 - additional instrument panel and covering for taxi {from 01.06.1968 up ro 31.12.1976)

334

334 - running-in and first service (from 01.01.1963 up to 31.08.1968)

335

335 - special housing with tray (from 01.10.1987 up to 30.09,1906)
335 - tunnel covering and seat adapter mounting (taxi for finland) (from 01.01.196% up to 31.08.1969)

336

336 - mounting parts for front seat safety belts (from 01.04.1972 up to 31.05.1972)
336 - provision for installation of taximeter in glove compartment (from 01.10.1996)

337

337 - ventilator for defrostation of rear window pane (from 01.01.1963 up to 31.01.19%7)

338

338 - front seat, extremely low
338 - front seats, extremely low (from 01.01.1963 up to 31.08.1969)

330

339 - front seat, left lower (from 01.03.1967 up to 29.02.199¢)

340

340 - additional 3rd stop lamp (from 01.10.1989)
340 - front seat, right, lower (from 01.03.1967 up to 28.02.1986)

31

341 - additional lamp (from 01.09,1982)

341 - additional turn signal lamps for Japan, Denmark, Italy and national code 837 {from 01.08.1970 up
to 30.11.1976)

341 - special version for export to cold countries (from 01,05.1967 up to 29.02.1968)

342

342 - connection for taxi roof sign (from 01.07.1978)
342 - taxi additional parts (from 01.05.1967 up to 31.12.1976)

343

343 - muffler filter for passages through water (from 01.07.1967 up to 30.1 1.1972)
343 - air cleaner with fill level indicator for dusty environments (from 01.02, 1993)
343 - cyclone air filter (from 01.09.1982 up to 31.01.1993)

344

344 - vacant tube in left and right side members {from 01.07.1988 up to 3L.01.1994)
344 - H4 halogen lamp unit (Lh. traffic) (from 01.08.1967 up to 31.12.1976)

345 - yellow halogen lamp unit for right-hand traffic (from 01.08.1967 up to 31.01.1968)

345 - rains sensor for windshield wipers (from 01.10.1993)

345 - Becker AT 765 car phone, installation below ashtray (from 01,12.1980 up to 31.03.1987)
345 - additional halogen foglamps (from 01.02.1968 up to 31.01.1971)

346

346 - installation parts kit and cable harness for Becker AT 76s car phone, installation below ashtray
346 - halogen H4 turn signal lamps - ltaly (from 01.03.1973 up to 30.11.1976)
346 - additional halogen lamp unit (version for Italy) (from 01.10.1967 up to 28,02.1973)

346 - parts and cables for Becker AT 70 car phone installation below ashtray (from 01.12. 1980 up to
31.07.1992)

347

347 - car phone (standard) with emergency call system "tele aid” + phonecard (from 01.04.1997)

347 - installation parts kit and cable harness for Becker AT 76s car phone with folding fixture between
the front seats (from 01.12.1980 up to 31.07.1992)

347 - light unit, fog lamp, halogen, turn signal lamp, clear glass (from 01101967 up to 31.01.1968)




