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Gaskets/Seals To DIN 7603 
How to inquire:  

DIN 7603 Form letter + material  + size.  Examples: DIN 7603A copper 4x8x1 or DIN 7603A alum. 6x12x1

note: size = d1 x d2 x h Click here for a Technical Data Chart

Copper washers 

DIN 7603 Form A

Copper washers DIN 

7603 Form A

Aluminium washers 

DIN 7603 Form A

Vulcanized Fiber 

washers DIN 7603 

Form A

Soft iron washers 

(Steel) DIN 7603 

Form A

Copper Rings with 

non-asbestos filling: 

DIN 7603 Form C

 Sizes  Sizes  Sizes  Sizes  Sizes  Sizes 

3,5 x 6 x 1,0 16 x 22 x 1,5 4 x 8 x 1,0   4 x 8 x 1,0 4 x 8 x 1,0 5 x 9 x 1,5 

4 x 8 x 1,0 16 x 22 x 2,0 5 x 7,5 x 1,0  5 x 9 x 1,0 5 x 9 x 1,0 6 x 10 x 1,5 

5 x 7,5 x 1,0 16 x 24 x 1,5 5 x 9 x 1,0  6 x 10 x 1,0 6 x 10 x 1,0 6 x 12 x 1,5 

5 x 9 x 1,0 16 x 24 x 2,0 6 x 10 x 1,0  6 x 12 x 1,0 6 x 12 x 1,0 8 x 11,5 x 1,5 

5 x 9 x 1,5 17 x 21 x 1,0 6 x 12 x 1,0  6,2 x 17,5 x 2,0 6,5 x 9,5 x 1,0 8 x 12 x 1,5 

5 x 10 x 1,0 17 x 21 x 1,5 6,5 x 9,5 x 1,0  8 x 12 x 1,0 6,5 x 11 x 1,0 8 x 13 x 1,5 

5,5 x 8 x 1,0 17 x 21 x 2,0 6,5 x 11 x 1,0  8 x 14 x 1,0 8 x 11,5 x 1,0 8 x 14 x 1,5 

6 x 10 x 1,0 17 x 22 x 1,0 8 x 11,5 x 1,0   10 x 13,5  x 1,0 8 x 12 x 1,0 10 x 13,5 x 1,5 

6 x 10 x 1,5 17 x 22 x 1,5 8 x 12 x 1,0  10 x 14  x 1,0 8 x 13 x 1,0 10 x 14 x 1,5 

6 x 10 x 2,0 17 x 22 x 2,0 8 x 14 x 1,0  10 x 15  x 1,0 8 x 14 x 1,0 10 x 15 x 1,5 

6 x 12 x 1,0 17 x 23 x 1,0 10 x 13,5 x 1 10 x 16  x 1,0 10 x 13,5 x 1,0 10 x 16 x 1,5 

6 x 12 x 1,5 17 x 23 x 1,5 10 x 14 x 1,0  12 x 16  x 1,5 10 x 14 x 1,0 12 x 15,5 x 2,0 

6 x 12 x 2,0 17 x 23 x 2,0 10 x 14 x 1,5  12 x 17  x 1,5 10 x 16 x 1,0 12 x 16 x 2,0 

6,2 x 17,5 x 2,0 17,5 x 25 x 1,5 10 x 15 x 1,0   12 x 18  x 1,5 12 x 15,5 x 1,5 12 x 17 x 2,0 

6,5 x 9,5 x 1,0 17,5 x 25 x 2,0 10 x 16 x 1,0  12 x 19  x 1,5 12 x 16 x 1,5 12 x 18 x 2,0 

6,5 x 11 x 1,0 18 x 22 x 1,0 10 x 16 x 1,5  13 x 18  x 1,5 12 x 17 x 1,5 13 x 18 x 2,0 

8 x 11,5 x 1,0 18 x 22 x 1,5 12 x 15,5 x 1,5  13 x 19  x 1,5 12 x 18 x 1,5 13 x 19 x 2,0 

8 x 11,5 x 1,5 18 x 22 x 2,0 12 x 16 x 1,5  13 x 20  x 1,5 14 x 18 x 1,5 14 x 18 x 2,0 

8 x 12 x 1,0 18 x 24 x 1,0 12 x 17 x 1,5 14 x 18  x 1,5 14 x 20 x 1,5 14 x 20 x 2,0 

8 x 12 x 1,5 18 x 24 x 1,5 12 x 18 x 1,5  14 x 20  x 1,5 15 x 19 x 1,5 16 x 20 x 2,0 

8 x 12 x 2,0 18 x 24 x 2,0 12 x 19 x 1,5   15 x 19  x 1,5 16 x 20 x 1,5 16 x 22 x 2,0 

8 x 13 x 1,0 20 x 24 x 1,0 12 x 20 x 2,0 16 x 20  x 1,5 16 x 22 x 1,5 17 x 21 x 2,0 

8 x 14 x 1,0 20 x 24 x 1,5 13 x 18 x 1,5  16 x 22  x 1,5 17 x 21 x 1,5 17 x 23 x 2,0 

8 x 14 x 1,5 20 x 24 x 2,0 13 x 18 x 2,0  17 x 21  x 1,5 17 x 23 x 1,5 18 x 22 x 2,0 

8 x 14 x 2,0 20 x 26 x 1,0 14 x 18 x 1,5  17 x 23  x 1,5 18 x 22 x 1,5 18 x 24 x 2,0 

8 x 15 x 1,0 20 x 26 x 1,5 14 x 20 x 1,5   18 x 22  x 1,5 18 x 24 x 1,5 20 x 24 x 2,0 

8 x 15 x 2,0 20 x 26 x 2,0 14 x 22 x 1,5  18 x 24  x 1,5 20 x 24 x 1,5 20 x 26 x 2,0 

9 x 13 x 1,0 21 x 26 x 1,0 15 x 19 x 1,5 20 x 24  x 1,5 20 x 26 x 1,5 21 x 26 x 2,0 

9 x 14 x 1,0 21 x 26 x 1,5 16 x 20 x 1,5  20 x 26  x 1,5 21 x 26 x 1,5 22 x 27 x 2,0 

9 x 14 x 1,5 21 x 26 x 2,0 16 x 22 x 1,5  21 x 26  x 1,5 21 x 28 x 1,5 22 x 29 x 2,0 

10 x 13,5 x 1,0 21 x 27 x 1,0 17 x 21 x 1,5  21 x 27  x 1,5 22 x 27 x 1,5 24 x 29 x 2,5 

10 x 13,5 x 1,5 21 x 27 x 1,5 17 x 23 x 1,5  21 x 28  x 1,5 22 x 29 x 1,5 24 x 30 x 2,5 

10 x 13,5 x 2,0 21 x 27 x 2,0 18 x 22 x 1,5  22 x 27  x 1,5 24 x 29 x 2,0 24 x 32 x 2,5 

10 x 14 x 1,0 21 x 28 x 1,0 18 x 24 x 1,5  22 x 28  x 1,5 24 x 30 x 2,0 26 x 31 x 2,5 

10 x 14 x 1,5 21 x 28 x 1,5 20 x 24 x 1,5  22 x 29  x 1,5 24 x 32 x 2,0 26 x 32 x 2,5 

10 x 14 x 2,0 21 x 28 x 2,0 20 x 26 x 1,5  24 x 29  x 2,0 26 x 31 x 2,0 26 x 34 x 2,5 

10 x 15 x 1,0 22 x 26 x 1,5 21 x 26 x 1,5  24 x 32  x 2,0 26 x 32 x 2,0 27 x 32 x 2,5 

10 x 15 x 1,5 22 x 26 x 2,0 21 x 26 x 2,0  26 x 32  x 2,0 26 x 34 x 2,0 27 x 35 x 2,5 

10 x 15 x 2,0 22 x 27 x 1,0 21 x 28 x 1,5  26 x 34  x 2,0 27 x 32 x 2,0 28 x 34 x 2,5 

10 x 16 x 1,0 22 x 27 x 1,5 22 x 27 x 1,5  27 x 32  x 2,0 28 x 34 x 2,0 30 x 36 x 2,5 

10 x 16 x 1,5 22 x 27 x 2,0 22 x 29 x 1,5   28 x 34  x 2,0 30 x 36 x 2,0 30 x 38 x 2,5 

10 x 16 x 2,0 22 x 28 x 1,5 24 x 29 x 2,0  30 x 36  x 2,0 30 x 38 x 2,0 32 x 38 x 2,5 

10 x 17 x 1,0 22 x 28 x 2,0 24 x 30 x 2,0  30 x 38  x 2,0 32 x 38 x 2,0 35 x 41 x 2,5 

10 x 17 x 1,5 22 x 29 x 1,5 24 x 32 x 2,0  32 x 38  x 2,0 33 x 39 x 2,0 36 x 42 x 2,5 

10 x 18 x 1,0 22 x 29 x 2,0 25 x 30 x 2,0  32 x 42  x 2,0 35 x 41 x 2,0 38 x 44 x 2,5 

10 x 18 x 1,5 22 x 30 x 2,0 26 x 31 x 2,0  33 x 39  x 2,0 36 x 42 x 2,0 40 x 47 x 2,5 

10 x 18 x 2,0 23 x 28 x 2,0 26 x 32 x 2,0   35 x 41  x 2,0 40 x 47 x 2,0 42 x 49 x 2,5 

10 x 20 x 1,5 24 x 29 x 1,5 26 x 34 x 2,0  36 x 42  x 2,0 42 x 49 x 2,0 45 x 52 x 2,5 

10 x 20 x 2,0 24 x 29 x 2,0 27 x 32 x 2,0  38 x 44  x 2,0 48 x 55 x 2,0 48 x 55 x 2,5 
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DIN 7603 Form C

 Sizes  Sizes  Sizes  Sizes  Sizes  Sizes 

11 x 17 x 1,5 24 x 30 x 1,5 27 x 35 x 2,0  40 x 47  x 2,0 50 x 57 x 2,0 52 x 60 x 3,0 

11 x 18 x 1,0 24 x 30 x 2,0 28 x 33 x 2,0  42 x 49  x 2,0 60 x 68 x 2,5 60 x 68 x 3,0 

11 x 18 x 1,5 24 x 32 x 1,5 28 x 34 x 2,0  45 x 52  x 2,0 75 x 84 x 3,0 

12 x 15,5 x 1,0 24 x 32 x 2,0 30 x 36 x 2,0  48 x 55  x 2,0 

12 x 15,5 x 1,5 25 x 30 x 2,0 30 x 38 x 2,0  50 x 57  x 2,0 

12 x 16 x 1,0 26 x 30 x 1,5 32 x 38 x 2,0  52 x 60  x 2,5 

12 x 16 x 1,5 26 x 31 x 1,0 33 x 39 x 2,0  55 x 63  x 2,5 

12 x 16 x 2,0 26 x 31 x 2,0 35 x 41 x 2,0  60 x 68  x 2,5 

12 x 17 x 1,0 26 x 32 x 1,5 36 x 42 x 2,0 

12 x 17 x 1,5 26 x 32 x 2,0 38 x 44 x 2,0  

12 x 17 x 2,0 26 x 34 x 2,0 40 x 47 x 2,0  

12 x 18 x 1,0 27 x 32 x 1,5 42 x 49 x 2,0  

12 x 18 x 1,5 27 x 32 x 2,0 45 x 52 x 2,0  

12 x 18 x 2,0 27 x 33 x 2,0 48 x 55 x 2,0  

12 x 19 x 1,5 27 x 34 x 2,0 60 x 68 x 2,5  

12 x 20 x 1,0 27 x 35 x 2 

12 x 20 x 1,5 28 x 33 x 2,0 

12 x 20 x 2,0 28 x 34 x 1,0 

13 x 17 x 1,0 28 x 34 x 0,5 For sizes not in our our inventory, the sizes 

13 x 17 x 1,5 28 x 34 x 1,5 listed on this page are normally stocked at 

13 x 17 x 2,0 28 x 34 x 2,0 the European factory. 

13 x 19 x 1,0 28 x 36 x 2,0 Sold in package quantities only, and have a 

13 x 19 x 1,5 30 x 36 x 1,0 delivery lead time of 2-4 weeks.

13 x 19 x 2,0 30 x 36 x 1,5 

13 x 20 x 1,0 30 x 36 x 2,0 

13 x 20 x 1,5 30 x 38 x 1,5 Click here for a Technical Data Chart

13 x 20 x 2,0 30 x 38 x 2,0 

13,5 x 18 x 1,0 32 x 38 x 2,0 

13,5 x 18 x 1,5 32 x 40 x 2,0 

13,5 x 18 x 2,0 33 x 39 x 2,0 

14 x 18 x 1,0 33 x 40 x 2,5 

14 x 18 x 1,5 33 x 41 x 2,0 

14 x 18 x 2,0 34 x 40 x 2 

14 x 20 x 1,0 35 x 41 x 2,0 

14 x 20 x 1,5 36 x 42 x 2,0 

14 x 20 x 2,0 38 x 44 x 2,0 

14 x 22 x 1,5 38 x 44 x 2,5 

14 x 22 x 2,0 40 x 47 x 2,0 

14 x 24 x 1,0 42 x 49 x 2,0 

14 x 24 x 1,5 42 x 51 x 2,0 

14 x 24 x 2,0 45 x 52 x 2,0 

15 x 19 x 1,5 48 x 55 x 2,0 

15 x 20 x 1,0 50 x 57 x 2,0 

15 x 20 x 1,5 52 x 60 x 2,5 

15 x 20 x 2,0 59 x 66 x 2 

16 x 20 x 1,0 60 x 68 x 2,5 

16 x 20 x 1,5 64 x 72 x 2,5 

16 x 20 x 2,0 65 x 74 x 2,5 

16 x 22 x 1,0 75 x 84 x 2,5 

90 x 100 x 2,5 

Phones: (800) 638-1830 or (410) 358-3130 are available Monday-Friday 8:30 AM to 5:30 PM Eastern time.

Faxes: (800) 872-9329 or (410) 358-3142 & E-mail are available anytime.

Warehouse & showroom hours are Monday-Friday 10 AM to 5:30 PM.
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